
 
 

EXCELLUS Technical Characteristics 
 

Scan Type 
Fan Beam 

 

Scan Time 
 

AP spine (35 sec, Standard Model) 
Femur (20 sec, Standard Model) 

Forearm (18 sec) 
HalfBody (240 sec) 

Lateral Spine (45 sec) 
LVA (210 sec) 

 

Analysis 
BMD, T-score, Z-score,BMI, body composition 

(FAT,LEAN,BMC) 

 Pediatric function 
Included 

 

Orthopedic function Included 

FRAX Included 

Measuring method Non-stop-scan (Spine, Dual Femur) 

Region of Interest Auto ROI 

Radiation dose 0,1 mSv / time interval 

 
Database 

Restore, backup, import, export 

Scan area 
 

Half body: 44,8 x 16 cm 
Femur: 12 x 5,6 cm 
Spine: 16 x 6,4 cm 

Dimensions 
 

190 x 80 x 123 cm 

Weight 160 Kgs 

Environment 
 

Operation: 10 – 40 C 
Optimal humidity: 30 – 75 % 

Optimal pressure: 700 – 1060 kPa 
Storage temperature: 5 – 50 C 

Storage humidity: 0 – 90 %    

Operation System Windows 7 , 8 , 10 

DICOM / PACS  
 

Included 

Detector 
 

CZT (Cadmium zink tellurid) 

 


